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FEATURES

BENEFITS

o Superior maneuverability

e Obedient articulation without
drifting.

e Accurate placement of light
without repositioning.

9 Optimum durability

¢ Guaranteed long-term, reliable
operation.

¢ Designed and tested to meet the
most stringent medical device
standards: IEG 601-1, UL 544
and CSA 22.2-125.

9 Three-lamp design that
operates in parallel

e Shadow-free illumination.

e Reliable light source—if
one lamp fails, two remain
in operation.

9 24-inch (60 c¢m) working
distance with 2,500 foot-
candles light output and
3,500° K color temperature

¢ Truer tissue color rendition,
for more accurate diagnosis.

e Better presentation of
working field.

Q Seven-inch (18 cm) spot
size with feathered edge
definition and a 12-inch
(30 cm) depth of field

* Larger working field.
¢ Reduces eye sirain.

¢ [L,ess need to maneuver
light during procedure.

@ Dichroic reflectors

¢ Minimal heat from infrared light.
e Cool working field.

» More comfortable for the
patient and physician.

ﬂ Halogen lamps

e “White" light.
¢ 3,000 hour average lamp life.
¢ Ficonomical.

@ Color-correcting glass

¢ Light presentation is not harsh.

e inhanced color temperature
for better tissue color rendition.

9 End-user friction adjustment

 Consistent, long-term
movement of joints.
e Customized movemeni.
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